
Composition  100% solution-dyed aCryliC Fiber

Color Fastness to artiFiCial light and weathering
uni en iso 105 b04 degree ≥ 7/8 (blue sCale)
test method For weather resistanCe For textiles: 
passes 1500 hours oF exposure aatCC 169

warranty  6 years

Finishing  teFlon™ eCoelite 
soil resistant, water-repellent, oil Cleanable 

Cleaning 

Technical FeaTures

do not wring or twist

Mold Resistant Soil Resistant
Oil Cleanable
& Water Repellent Breathable Colorfast Indoor & Outdoor

Solution-dyed
Color Inside & Out

800.543.0448 
sales@miamicorp.com

tempotestusa.com

86

*Products with Teflon™ EcoElite 
  All Tempotest fabrics are transitioning to a PFAS-free 
  formulation. Please scan this QR code for an updated list of 
  fabrics that are readily available PFAS-free.

pattern Family available width(s) weight (+/- 5%) martindale CyCles

acapella 60” 9oz 10,000

BisTro 54” 8oz 28,000

casa al Mare 54” 8oz 28,000

casanova 54” 8oz 28,000

Delano 54” 8oz 28,000

Fiera 54” 8oz 28,000

FreDDa 54” 8oz 12,000

newporT 54” 8oz 28,000

novella 54” 8oz 28,000

ocean Drive 60” 8oz 17,000

piccolo 54” 8oz 28,000

presiDio 54” 8oz 28,000

sorriDere 54” 8oz 28,000

spiriT 54” 8oz 28,000

spuMoni 54” 8oz 28,000

surFsiDe 60” 8oz 17,000

Tango 54” 8oz 28,000

Tivoli 60” 9oz 12,000

Topsail 60” 8oz 17,000

Maintenance, Certifications 
and Warranty Information


